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BRICK VENEER CLADDING

CLADDING AND PACKER AT HEAD

INTERIOR LINING

=\
HEAD FLASHING
(15 DGEREE FALL AND 10MM MIN COVER)
STOPENDS AT EACH END
BUILDING WRAP CUT, FOLDED AND TAPED TO COVER FRAMING
J| l 5MM ANTI CAPILLARY GAP

CONTINUOUS WEATHER SEAL

SEALANT FOR VERY HIGH AND EXTRA HIGH WIND ZONES

WINDOW TRIM

OMEGA 800 SERIES THERMAL WINDOW FRAME

N

U OMEGA 800 SERIES GLAZING BEAD TO SUIT

DOUBLE GLAZED UNIT BY OTHERS TO SUIT HEAT LOSS SPECIFICATION

McKechnie Aluminium Solutions LTD has provided the drawings/ details contained in this document for informational purposes only. These drawings can be used as a suggestion for design detailing, however please note the specific
site conditions and building complexities may require modifications or entirely different solutions to the details presented here. McKechnie Aluminium Solutions LTD cannot take responsibility or assume liability for any losses or

® damages associated with the use of these details on any project. It remains the sole responsibility of the project architect/ designer/ engineer and the appropriate BCA to determine the suitability of any detail on a project.
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